Caracteristicas y acabados

Characteristics and finishing see page 24

Fundicion Al. \
Cast aluminium

5% BRA-85

SERIE

BRA-85

Tipo / Type S (mm) || [+ |
BRA-851 LP 1]

BRA-852 LP 1000 ol—|1—|—|—
BRA-8511 LC 600 — |0 |—]1—|—
BRA-8512 LC 600 —|—|0|—]—
BRA-8513 LC 600 —|—\—10 |—
BRA-8514 LC 600 —|—|—|—]0
BRA-8521 LC 1000 — |0 |—]1—|—
BRA-8522 LC 1000 —|— 0|0 |—
BRA-8523 LC 1000 —|——1—|—
BRA-8524 LC 1000 —|—|—1]—10
BRA-851 SP 600 ol—|1—1|—|—
BRA-852 SP 1000 o|l—|1—|—|—
BRA-8511 SC 600 — 1|0 |—|—]—
BRA-8512 SC 600 —|—0|—|—
BRA-8513 SC 600 —|——10 |—
BRA-8514 SC 600 —|—|—]—10
BRA-8521 SC 1000 — |0 |—]1—|—
BRA-8522 SC 1000 —|— 0|0 |—
BRA-8523 SC 1000 —|—|——1—
BRA-8524 SC 1000 —|—|—1]—10
BRA-851 AP 600 ol—|1—|—|—
BRA-852 AP 1000 0l—|—|—|—
BRA-8511 AC 600 — |0 |—]1—|—
BRA-8512 AC 600 —|—0 |—|—
BRA-8513 AC 600 —|—|—10|—
BRA-8514 AC 600 —|—|—1]—10
BRA-8521 AC 1000 — |0 |—]1—|—
BRA-8522 AC 1000 —|— 010 |—
BRA-8523 AC 1000 —|—|——1—
BRA-8524 AC 1000 —|—|—1|—]0

BRA-70

Fundicion Al. / Cast aluminium

SERIES

o
BRA-70 oo
Tipo / Type § (mm) A< %ﬁ

o
S

BRA-701 SP 600 T el

BRA-703 SP 800 1 e e e
BRA-7011 SC 600 — |0 |—=|—|—
BRA-7021 SC 600 —|—|0|—|—
BRA-7041 SC 600 —|—|—1—10
BRA-7013 SC 800 — |0 |—=|—|—
BRA-7023 SC 800 —|—|0|—|—
BRA-7043 SC 800 —|—|—]—|0

7@* : 3
| | |
smes BRA-71

Fundicion Al. / Cast aluminium

‘ : | BRA-71
|Tipn/rype S (mm) | Pl ‘F|+|%<|+

BRA-711 AP 600 1 e el
BRA-713 AP 800 [ e el el
BRA-7111 AC 600 — |0 |—=|—|—
BRA-7121 AC 600 — =10 |—|—
BRA-7141 AC 600 —|—|—]—|0

; f BRA-7113 AC 800 — |0 |—=|—|—
BRA-7123 AC 800 — =10 |—|—
BRA-7143 AC 800 —|—]—]—|0

FT/2.01 REPISAS / BRACKETS BRA-80/BRA-81/BRA-85/BRA-70/BRA-71
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Caracteristicas Generales
General Characteristics
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Bases: N‘l 1 ! N2 N3
Bases: = RN-2000 \
» BASE: realizadas en fundicién de Fe. nodular con puerta de registro. L. Hro [aheliee
» FUSTE: troncocon[cc.) de fundicion de Fe. nodular. CRA-20180 5000 |1
» ACABADQOS: ver pagina 8. CRA-20170 7000 1
CRA-20160 6.000 | 1
» BASE: made of ductile cast iron with register door. CRA-20250 5.000 2
» POLE: conical, made of ductile cast iron. CRA-20340 4000 | 3
» FINISHING: see page 8. CRA-20335 3500 | 3
CRA-20330 3.000 3
Ne3
300 &

FT/1.01 COLUMNAS /LAMP POSTS URBAN FUNDICION CRA-2000

‘ 260@ ‘ ‘ 200 ‘ 170
» Pernos de anclaje: — e
» Fastening bolts: 4 de @22 x 600mm. 4 de @18 x 500mm. 4 de @16 x 400mm.




FUNDICION|
ROS R. ROS ALGUER, S.A.

SABADELL
MODELO SERIE
MODEL BA D I LA SERIES LRA'7500 Dos tamafios / Two sizes: @ 600mm. & @ 750mm.

ENS-0222

Luminaire: LRA-75750 G

Curva fotométrica referida a 1000 Lm Phofomeiric curve referred to 1000 Lm
Lamp: H.P.S 250w (tubular)

Luminaria: LRA-75750 G
Lampara: SAP 250w (t.c.)
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ENS-0211

)Y

Curva fotométrica referida a 1000 Lm  Photometric curve referred to 1000 Lm
Luminaire: LRA-75600 G

Luminaria: LRA-75600 G
Lampara: SAP 150w (t.c.) Lamp: H.P.S 150w (tubular)
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R.Total / R. Toial=82% | FHI=999% | FHS=01% | FIC=61% | FIA=39 %
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Caracteristicas Generales
General Characteristics

® CUERPO SUPERIOR de fundicion de Al. inyectado.
@ CUERPO INFERIOR de fundicion de Al. inyectado.
® ZOCALO de fijacion lateral en fundicion de Al. inyectado.
@ TORNILLO DE CIERRE de acero inox, e imperdible por mecanizado especial; accionable con herramienta simple.
® CONJUNTO DE EJE y BISAGRA, para basculacion y apertura de los cuerpos entre si.
— Un sistema de tijera, en acero inox, garantiza con total seguridad la apertura en un angulo de 702
» BLOQUE OPTICO compuesto de:
® REFLECTOR embutido en una sola pieza, de plancha de Al. (99,9%) electropulido y anodizado.
@ CRISTAL transparente templado, sellado a la base del reflector.

CONJUNTO de CAZO / GUIA con escuadras de regulacion portalamparas, accionable manualmente para el
acceso a la lampara.

® PORTALAMPARAS de porcelana E-27 o E-40 seg(in ldmpara.

@ BASTIDOR para la fijacion de accesorios y equipos de encendido.
» PROTECCION Grupo 6ptico: IP-66: Clase Il

» TORNILLERIA auxiliar de acero inoxidable.

» ACABADOS: ver paginas 34, 35.

® UPPER HOUSING of injected aluminium.
® LOWER BASE of injected aluminium.
® Lateral holder of injected aluminium.
@ Non loosening LOCKING SCREW made of stainless steel easy to operate with simple tool.
® SHAFT and HINGE SET for opening of upper housing.

— A fastening system, in stainless steel, which fully guarantees opening at an angle of 70°
» OPTICAL GROUP composed of:

® REFLECTOR one piece aluminium of Al (99.9%) electropolished and anodised.

@ Transparent tempered GLASS sealed to the reflector base.

Removable REAR SOCKET with lamp-holder regulation system which can be manually handled to access
the lamp.

® LAMP-HOLDER in E-27 or E-40 porcelain, depending on lamp.
Metallic FRAME for gear box fixing.

» PROTECTION Optical group: IP-66: Class Il

> Auxiliary SCREWS in stainless steel.

> FINISHING: see pages 34, 35.

SISTEMAS DE FIJACION
.. . ) Dimensiones (mm) V.M. (w) S.A.P. (w)
Fij. Figura Tipo Dimensions (mm) M.V, (w) H.P.S. (w) FIXING SYSTEM
Fix. Housing Type g H Cm O I ==
LRA-75600-E 600 175 125 70 70
A %‘ LRA-75600-G 600 175 - 100 100/ 150 A CONSULTAR
LRA-75750-G 750 215 250 150/250 | 150/250/400 consuLT
LRA-75601-E 600 175 125 70 70 100
B SN LRA-75601-G 600 175 100 100/150 B hind
LN - = - —a
— H:| 4060
LRA-75751-G 750 215 250 150/250 | 150/250/400 —

LRA-75602-E 600 175 125 70 70 “2?,0‘
c % LRA-75602-G 600 175 - 100 100 /150 c 310
LRA-75752-G 750 215 250 150/250 | 150/250/400 Eﬁ
LRA-75603-E 600 175 125 70 70 %1:1
25
D LRA-75603-G 600 175 - 100 100 /150 D
_ ok

LRA-75753-G 750 215 250 150/250 | 150/250/400 314" M

FT/6.01 LUMINARIAS / LUMINARIES BADILA LRA-7500






